
Caring for your

As with at lsafety and ernergency equipment,
servicing your lifejacket is most irnportant.
Whatever type of lifejacket you use, it wi]1
need basic rnaintenance to keep i t  working
properly, and remember the safest tifejacket
is the one that 's worn.

At least every six months, at[  l i fejackets shoutd be inf lated
ora l l y  o r  by  hand pump to  avo id  mois tu re  bu i td  up  ins ide
the jacket, and left  inf lated for 24 hours to ensure they
ho[d  the i r  p ressure  and to  see i f there  are  any  leaks  or
damage. You can atso check straps, vetcro ctosures, zips
and fo lded corners  fo r  wear  and tear  and check  tha t  the
retro-ref lect ive tape is f i rmly attached to the jacket
surface. At three monthty interva[s, check webbing
and st i tching, sprayhood ( i f  f i t ted), al[  buckles, zips and
D-rlngs and ensure the whist le is secure[y fastened.

l f  the jacket is f i t ted with a t ight, check i ts operation
and that the battery is in date - replace i f  necessary.
Some l ights are satt water act ivated and must be
reptaced after use.

The t i fejacket shoutd be repacked correctly, as
per  the  manufac turers  fo td ing  ins t ruc t ions .
When not in use, l i fejackets should be
stored in a dry, we[[-aired area. Out of
season the  l i fe jacke t  shou ld  be  opened
up, part ial ty inf lated (to remove fotds) and
stored on a non metal coat hanger.
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For free sea safety advice and information:
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Ensure that the gas cylinder
i q  rn r ro r t l v  t ioh tpnpd

The COz cyt inder  needs regular  inspect ion.  Every month i t  should
be checked for  t ightness,  as they can work loose and fa i I  to
inflate the l ifejacket. Every three months inspect for corrosion as
th is  may cause the cy l inder  to leak or  to  abrade the b ladder.

Remove the cy l inder  and check the operat ing head.
Test  the operat ion by put t ing the [anyard and checking
that  the f i r ing p in t ravels forward and returns f  reely
and the p in is  not  woTn or  bent .  Take care wi th the
plast ic  safety c l ip ,  which is  designed to break when
operated,  and may need to be replaced.

l f  the cy l inder  thread is  corroded wi th whi te powdery
deposi t ,  brush i t  o f f  wi th a st i f f  ny lon brush and b low
out  excess par t ic tes.  The cy l inder  can be protected by
ptac ing the rubber f inger  of  a washing up g love on i t .

Any par t  of  the jacket  that  was in contact  wi th a
rusty cyt inder  shoutd be checked for  damage and
may need to be repai red by the manufacturer .
On lifejackets fitted with a hydrostatic trigger,
the hydrostat ic  device must  be replaced at  the
correct  in terva[s and par t icu[ar  care must  be
taken to ensure that  the gas cy l inder  is  correct ly
t ightened,  as there have been repor ted
instances of  the cy l inder  becoming detached
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Check the plastic safety
clip is intact

I t  i s  adv isab[e  to  car ry  a  spare  re -arming k i t  onboard  in  case the  l i fe jacke t  i s
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Your  I i fe jacke t  shou[d  be  serv iced annuat ly  by  a  quat i f ied  agent .

' :.,:1:;li

i'ri;1,:: ' l
t \ - -  

r  .


